
2-Stage Hybrid Pro
Our2ڑ-StageڑHybridڑcompressorڑcombinesڑinnovativeڑtechnologies,ڑpremiumڑquality,ڑaluminumڑpumpڑ
with cast iron cylinders and an exceptional design that will be any professional’s perfect partner. The 
innerڑcoolingڑtechnologyڑeffectivelyڑmanagesڑoperatingڑtemperature,ڑreducingڑtheڑriskڑofڑoverheatingڑ
andڑmaximizingڑproductivity.

Applications
Suitableڑforڑaڑvarietyڑofڑ
applications including air and 
water spraying, impact wrenching, 
screwing and so much more.

Standard Features*
Cast Iron Cylinders

Aluminum Head & Aftercooler

ASME Tank & Safety Valves

Fully Enclosed Belt Guard

Start/Stop Pressure 
Switch Control

ASME 
Compliant 
Tank

Fully Enclosed  
Belt Guard For 

Additional Safety & 
Optimized Air Flow
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Hammering

Spraying

Grinding

Fastening

Tire Inflation

Equipment Operation

* Unless Otherwise Noted



Fully enclosed belt guard for safe 
operations, maximized air flow and 
heat dissipation. 

Aluminum head and coolers allow 
for exceptional heat dissipation 
which results in smoother and 
quieter operation.

Magnetic starter to safeguard 
electric motor and pressure switch 
fromڑoverڑampingڑdamage.*
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Model Part Number Gallon HP Power Supply 
(V/Ph)

CFM @ MAX 
PSI

MAX PSI Weight
(lbs.)

L x W x H 
(in)

60V 5 230/1 14.6 175 301 69ڑ֣ڑ27ڑ֣ڑ22

80V 5 230/1 14.6 175 393

80V 5 230/1 16.6 175 398

80V 5 230/3 16.6 175 398

80V 5 460/3 16.6 175 398

80V 5 230/1 16.6 175 398

80V 5 230/3 16.6 175 398

80V 5 460/3 16.6 175 398

80V 7.5 230/1 22.2 175 403

80V 7.5 230/3 22.2 175 403

80V 7.5 460/3 22.2 175 403

80H 7.5 230/1 22.2 175 403

80H 7.5 230/3 22.2 175 413

80H 7.5 460/3 22.2 175 413

80V 7.5 230/1 22.2 175 413

80V 7.5 230/3 22.2 175 403

80V 7.5 460/3 22.2 175 403

80H 7.5 230/1 22.2 175 413

80H 7.5 230/3 22.2 175 413

80H 7.5 460/3 22.2 175 413

* Fully Aluminum P49 Pump Featuring Start-Stop Pressure Switch Control


